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GMF-A //GMF-B /Motor-driven reciprocating pumpsay
/ { type-designated by GMF.

The type designation of reciprocating
pumps without motor-drive is PMF.

Depending on the number of pump element
installation points, additional distinction is
made as follows:

Number of
mountable elements Type
. GMF-A
at maximum 2 PMF-A
. GMF-B
at maximum 10 PMF-B
. GMF-C
at maximum 20 PMF-C
2 GMF-D
at maximum 24 PMF-D
General technical data:
Admissible delivery pressure: 350 bar
Number of elements: 1...24

Delivery volume per stroke and element
incase ofpumpelement6:  0,08cm?®
in cg_s_gﬂ_r_)_ump elemeﬂg_:w__ 0,15 qm’

Stroke numbers of elements:  1...25min”
in case of deviation, please enquire

Temperature range
with electric motor: -20...+40°C
without electric motor: -20...+80°C
In the presence of low tempera-

tures, grease penetration should be
observed! g

Medium: QOil and@{ggs_é)‘
uptoNLGI-class 3

When choosing the reservoir and level
monitoring, the medium should be
taken into account

Lubricant: The intended lubricant must be
suitable for use with centralized lubrication
equipment.

Drive direction of rotation: as needed
Reciprocating pump \'_j)
installation position: ¢ vertica
Material:
Casing: Aluminium
Pump element: Steel, galvanised
Reservoir 2, 4, 7, 25I: Steel,
T galvanised
(Eeservoir 510, 30!: olyester
Gaskets:
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Drive types:
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(Drive "M™:  with gear and motor )
N BG63

Drive "N":  with gear and motor
BG71
Weight[kgl: 10,7 + reservoir weight+

0,25 x number of elements

The gears are filled with 80 cm3 ISO VG 220
gear oil. After 3000 hours of operation,
checkingis required.

Motor electrical data:

Mains voltage: 230/400V
Frequency: 50Hz

Special voltage and frequency possible

Synchronous speed: (’ 1/ 500 min™
Power: Giie T
Drive "M": 8kW.
Drive "N": 0,37kw
Protection system: IP55
Thermal category: F

Sivarall Delivery flovav ] max. operating pressure [bar] (with 20 elements installed)
transmission | PE" element [cm®/min] Drive "M" Drive "N"
Element @6|Element @8|Element @6|Element @8|Element @6|Element &8
60:1 1,82 3,4 230 100 200
97 : 1 1,12 2,1 330 170
160 :1 0,67 1,28 270
/316:1D| 0,34 { 0,64 320 350 350
625 1 0,17 0,32 350
1250:1 0,087 0,163 350
2500 :1* 0,0435 0,0815

* on request only

Drive "L"™:  with gear and hydraulic
motor
Weight[kg]: 7,7 + reservoir weight+

0,25 x number of elements

Overall reduction same as with drives
IIM", IINII

Motor technical data:

When oil flow is 3,5 I/min

Power: 0,25 kW
Speed: 400 min™
Speed max.: 1950 min™
Pressure inclination max.: 100 bar
Oil flow max.: 16 l/min
mind permissible element stroke
number!

The gears are filled with 80 cm? SO VG 220
gear oil. After 3000 hours of operation,
checking is required.
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- Subject to modifications -
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Steel sheet

Polyester transparent
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Reservoir:

Reservoirs with capacities ranging between
2l and 30!l are available for delivery. Every
pump type any of the reservoirs depicted
can be assigned to.

When choosing a reservoir, level moni-
toring and lubricant should be taken into
consideration as well.

Reservoir materials:

Capacity Material Weight
21 1,0 kg

41 Steel, 1,4 kg

71 galvanised 2,0 kg
25| g 4,6 kg
G olyester, ) | 1,5kg
101 i 1,8 kg
301 reinforced 4,0 kg

Reservoirs and level monitoring
capability:

Capacity Level monitoring
21 impossible
41 for oil: Float switch
min. level
71 for oil: Float switch
25| min. and max. level
51 [foroail: Float switch
101 min. and max. level
for grease: Follow-up piston
301 min. and max. level

When a follow-up piston is used, the
utilisable reservoir volume is reduced as
follows
Reservoir capacity 51and 101
by approx. 2,51
Reservoir capacity 301 by approx. 6,01

For further information, see "level moni-
toring" description
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